KEYNOTES ©
1.

EXISTING CONCRETE PAVING TO REMAIN.

2. REMOVE EXISTING CONCRETE PAVING.

3. EXISTING CONCRETE RETAINING WALL TO REMAIN.

4. MODIFY / REMOVE PORTIONS OF EXISTING RETAINING WALL FOR
NEW WORK.

. EXISTING RETAINING WALL AND FENCING TO REMAIN.

. EXISTING CONCRETE CURB TO REMAIN.
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7. REMOVE EXISTING CONCRETE CURB.

8. EXISTING CONCRETE DOCK AND RAMP TO REMAIN.

9. MODIFY EXISTING BUS DUCT AS REQUIRED FOR VARICLAVE
ENCLOSURE.

10. REMOVE EXISTING FENCE POSTS AND FOUNDATIONS. KEEP
EXISTING ROOF STRUCTURE AND FENCING — CUT BACK ROOF
TO CLEAR NEW VARICLAVE ENCLOSURE.

11. EXISTING STM MANHOLE TO REMAIN.

12. EXISTING ELECTRICAL MANHOLE TO REMAIN.

13. EXISTING INLET TO REMAIN.

14. NOT USED.
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15. EXISTING ELECTRICAL BOX TO REMAIN.

16. RELOCATE EXISTING FIRE HYDRANT.

EXISTING SITE CONDITION NOTES:
1.

THE EXISTING CONDITIONS SHOWN ON THIS PLAN WERE PROVIDED
BY COMBINING A SITE TOPOGRAPHIC SURVEY DATED 28 OCTOBER
2010 PROVIDED BY GAlI CONSULTANTS LOCATED AT 385 E
WATERFRONT DR., HOMESTEAD, PA 15120-5005, 412.476.2000.

ENGINEERS AND CONSTRUCTORS

2. PARADIGM ENGINEERS AND CONSTRUCTORS IS NOT RESPONSIBLE
FOR THE LOCATIONS OF THE EXISTING CONDITIONS SHOWN UPON
THIS PLAN.

3. ALL UTILITIES SHOWN ARE APPROXIMATE. INDIVIDUAL SERVICE
LINES ARE NOT SHOWN. WHERE EXISTING CONDITIONS DIFFER
FROM SITE PLAN CONTRACTOR SHALL CONTACT VA ON THE
DIFFERING SITE CONDITIONS.

4. CONTRACTOR IS RESPONSIBLE TO CONTACT ALL LOCAL UTILITY
FROVIDERS TO VERIFY THE LOCATION OF ALL EXISTING UTILITIES
BEFORE WORK BEGINS. IF EXISTING CONDITIONS DIFFER FROM
THIS DRAWING CONTRACTOR TO CONTACT V.A.

DENOTES ARAES OF EXISTING
STRUCTURE TO BE REMOVED
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F—— MODIFY EXISTING
VARICLAVE ENCLOSURE
SEE ARCH. DWGS

OPTIONAL — TO BE
DETERMINED BY VA

UPGRADE SPD AND SECURITY DOCK
PROJECT: 646-367
VA PITTSBURGH
HEALTHCARE SYSTEM
UNIVERSITY DRIVE C
PITTSBURGH, PENNSYLVANIA 15240
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SITE DEMOLITION PLAN 1)

l
GRAPHIC SCALE SUPERSEDES NUMERIC SCALE CD1.0 | CD1.0
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